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routing path having an initial cost based on the first metric;
receiving second metric information including a second met-
ric that is different from the first metric; and calculating a
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1
MULTI-SOURCE CORRELATION OF
NETWORK TOPOLOGY METRICS

TECHNICAL FIELD

Various exemplary embodiments disclosed herein relate
generally to communications networks.

BACKGROUND

Communications networks are often designed to be trans-
parent to end users. The network topology including interme-
diate nodes in a service provider’s network is often hidden.

The Internet Engineering Task Force has created a work-
ing-group for application-layer traffic optimization (ALTO).
One of the goals of ALTO is to expose network topology to
allow applications to make smarter decisions. The IETF
working-group has published requests for comments (RFCs)
5693 and 6708 defining various aspects of ALTO.

SUMMARY

A brief summary of various exemplary embodiments is
presented. Some simplifications and omissions may be made
in the following summary, which is intended to highlight and
introduce some aspects of the various exemplary embodi-
ments, but not to limit the scope of the invention. Detailed
descriptions of a preferred exemplary embodiment adequate
to allow those of ordinary skill in the art to make and use the
inventive concepts will follow in later sections.

Various exemplary embodiments relate to a method of
determining a cost for a routing path in a network. The
method includes: receiving a first metric for a plurality of
links in a network, the first metric being a routing metric used
to determine routing in the network; determining a routing
path including a subset of the links based on the first metric,
the routing path having an initial cost based on the first metric;
receiving second metric information including a second met-
ric that is different from the first metric; and calculating a
corrected cost for the routing path based on the second metric
information.

In various embodiments, the second metric is a routing
metric used to determine routing for a second plurality of
links in the network.

In various embodiments, the first metric is an interior gate-
way protocol (IGP) routing cost and the second metric is
external gateway protocol (EGP) autonomous system (AS)
path length.

In various embodiments, the method further includes:
receiving a third metric, the third metric being a routing
metric used to determine routing for a second plurality of
links in the network; and updating the routing path based on
the third metric to include the second plurality of links,
wherein calculating a corrected cost for the routing path
based on the second metric includes calculating a corrected
cost for the routing path based on the second metric and the
third metric.

In various embodiments, the step of calculating a corrected
cost for the routing path based on the second metric includes
determining a total value of the second metric information
associated with the subset of the links.

In various embodiments, the second metric is a recessive
metric.

In various embodiments, the method further includes:
determining that the second metric is unavailable for a miss-
ing link of the first plurality of links; and requesting second
metric data for the missing link.
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In various embodiments, the method further includes:
determining that a shortcut second metric is available for two
non-adjacent vertices in the routing path; and substituting the
shortcut second metric for a plurality of individual second
metrics associated with links between the two non-adjacent
vertices.

In various embodiments, the first metric and the second
metric information are received from different sources.

In various embodiments, the method further includes:
receiving third metric information including a point-to-point
metric; and determining that the third metric information
corresponds to a portion of the routing path, wherein calcu-
lating a corrected cost for the routing path based on the second
metric includes calculating a corrected cost for the routing
path based on the second metric and the third metric.

Invarious embodiments, the method further includes: gen-
erating a network topology including a corrected cost for a
plurality of routing paths; and exposing the network topology
to an external application.

Various exemplary embodiments relate to the above
method encoded on a non-transitory machine-readable stor-
age medium as instructions executable by a processor.

It should be apparent that, in this manner, various exem-
plary embodiments enable generating a network topology
including total costs for routing paths. In particular, by cor-
relating a routing metric with a recessive metric, the total cost
may accurately account for recessive metrics in the network

topology.
BRIEF DESCRIPTION OF THE DRAWINGS

In order to better understand various exemplary embodi-
ments, reference is made to the accompanying drawings,
wherein:

FIG. 1 illustrates an exemplary communications network;

FIG. 2 illustrates an exemplary topology manager server;

FIG. 3 illustrates a flowchart showing a method of expos-
ing a network topology;

FIG. 4 illustrates a schematic diagram of a network topol-
ogy;

FIG. 5 illustrates a flowchart showing an exemplary
method of determining a corrected total costs for a network
topology;

FIG. 6 illustrates a schematic diagram of a multi-layer
network topology;

FIG. 7 illustrates a schematic diagram of an extended net-
work topology; and

FIG. 8 illustrates a flowchart showing a method of gener-
ating an extended network topology.

DETAILED DESCRIPTION

The description and drawings illustrate the principles of
the invention. It will thus be appreciated that those skilled in
the art will be able to devise various arrangements that,
although not explicitly described or shown herein, embody
the principles of the invention and are included within its
scope. Furthermore, all examples recited herein are princi-
pally intended expressly to be for pedagogical purposes to aid
the reader in understanding the principles of the invention and
the concepts contributed by the inventor(s) to furthering the
art, and are to be construed as being without limitation to such
specifically recited examples and conditions. Additionally,
the term, “or,” as used herein, refers to a non-exclusive or (i.e.,
and/or), unless otherwise indicated (e.g., “or else” or “or in
the alternative™). Also, the various embodiments described
herein are not necessarily mutually exclusive, as some
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embodiments can be combined with one or more other
embodiments to form new embodiments.

FIG. 1 illustrates an exemplary communications network
100. Network 100 may provide communications between
various end-user devices 170. Network 100 may include sev-
eral sub-networks controlled by various entities such as net-
work service providers. For example, a network service pro-
vider may own or control network 110 while other service
providers may control networks 120a and 1205. Ownership
and control of the sub-networks may determine what infor-
mation is available for analysis.

Network 110 may be a network controlled by a network
service provider. The network 110 may provide various net-
work services to subscribers such as individuals, households,
and businesses. The network 100 may be connected to addi-
tional networks such as networks 120 thus forming an inter-
net. The network 110 may include routers 130, network man-
agement system 140, topology manager server 150, and
application layer topology optimization (ALTO) server 160.

Routers 130 may include network routers, switches, hubs,
or any other hardware for directing network communications
to the correct destination. Routers 130 may perform particular
functions based on their configuration and location in the
network. For example, routers 130a and 1305 may be edge
routers located on the edge of the sub-network 110 and con-
nected to sub-networks 120a or 1205, respectively. Routers
130a and 1305 may receive routing information from sub-
networks 120a or 1205. For example, routers 130a or 1305
may receive exterior gateway protocol (EGP) information
regarding an exterior sub-network 120a or 1205. Such infor-
mation may include, for example, routing costs or other met-
rics for reaching network nodes such as node 170a and 1705.
Invarious embodiments, the EGP information may be border
gateway protocol (BGP) information. Routers 130¢ or 1304
may be anaccess router that is connected to an access network
for user equipment 170c¢ and 1704, respectively. Router 130e
may be a centrally located core router. Router 130e may
provide policy functions.

Network management system 140 may be a network node
that receives network management information from a plu-
rality of network nodes such as routers 130. Network man-
agement system 140 may collect various metric regarding the
performance of network 100 or sub-network 110. Network
management system 140 may be able to request additional
network metrics from network nodes. For example, network
management system 140 may conduct a test to measure a
metric such as network delay.

Topology manager server 150 may be a network node that
analyzes network information and generates a network topol-
ogy. Topology manager server 150 may collect information
from individual network nodes including routers 130 or
obtain information from network management system 140.
Topology manager server 150 may analyze and correlate a
plurality of metrics and provide a total cost for a network path.
Topology manager server 150 may expose the network topol-
ogy to subscribers, applications, or network operators to pro-
vide efficient usage of network 100 or sub-network 110. In
various embodiments, topology manager server 150 may pro-
vide the network topology to ALTO server 160. In various
embodiments, topology manager server 150 may be inte-
grated with network management system 140 or ALTO server
160. The integrated network nodes may be physically co-
located or share physical resources.

ALTO server 160 may be a network server configured to
provide a network topology information to client nodes.
ALTO server 160 may provide information according to
Internet Engineering Task Force (IETF) requests for com-
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ments (RFC) 5693, 6708 or any subsequent versions of the
ALTO requirements. In various embodiments, ALTO server
160 may receive a network topology from topology manager
server 150 and use the received topology to provide informa-
tion.

User equipment 170 may include any network device con-
nected to network 100. For example, user equipment 170 may
include end-user subscriber equipment such as personal com-
puters, servers, laptop computers, tablets, smart phones, tele-
visions, set-top boxes, video game consoles, or any other
device accessing network 100. User equipment 170 may also
include devices connected by businesses. For example, user
equipment 170 may include application servers that provide
services accessible to other network devices. User equipment
170 may obtain network topology information from ALTO
server 160 or topology manager server 150. The network
topology information may allow a user device to select ser-
vices that will optimize an application. For example, a video
game client or server may use network topology information
to optimize connections for an interactive video game. A
video game client may select a server that is indicated to have
the best network connection. As another example, a cloud
service provider may use the network topology to minimize
data transfer costs.

FIG. 2 illustrates an exemplary hardware diagram of a
topology manager server 150. The exemplary topology man-
ager server 150 may include one or more system buses 210
that interconnect a processor 220, a memory 230, a user
interface 240, a network interface 250, and a storage 260. It
will be understood that FIG. 2 constitutes, in some respects,
an abstraction and that the actual organization of the compo-
nents of the server 150 may be more complex than illustrated.
Various other arrangements will be apparent.

The processor 220 may be any hardware device capable of
executing instructions stored in memory 230 or storage 260.
As such, the processor 220 may include one or more micro-
processors, field programmable gate arrays (FPGAs), appli-
cation-specific integrated circuits (ASICs), or other similar
devices.

The memory 230 may include various memories such as,
for example [L1, .2, or L3 cache or system memory. As such,
the memory 230 may include static random access memory
(SRAM), dynamic RAM (DRAM), flash memory, read only
memory (ROM), or other similar memory devices.

The user interface 240 may include one or more devices for
enabling communication with auser such as an administrator.
For example, the user interface 240 may include a display, a
mouse, and a keyboard for receiving user commands.

The network interface 250 may include one or more
devices for enabling communication with other hardware
devices. For example, the network interface 250 may include
a network interface card (NIC) configured to communicate
according to the Ethernet protocol. Additionally, the network
interface 250 may implement a TCP/IP stack for communi-
cation according to the TCP/IP protocols. Various alternative
or additional hardware or configurations for the network
interface 250 will be apparent.

The storage 260 may include one or more machine-read-
able storage media such as read-only memory (ROM), ran-
dom-access memory (RAM), magnetic disk storage media,
optical storage media, flash-memory devices, or similar stor-
age media. In various embodiments, the storage 260 may
store instructions for execution by the processor 220 or data
upon with the processor 220 may operate. As shown, the
storage 260 stores data collection instructions 262, for
enabling the collection of data from various sources, and
correlation instructions 264, for enabling the correlation of
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routing metrics and recessive metrics. Additionally, the stor-
age 260 may store cost calculation instructions 266, for deter-
mining costs based on a network topology, or exposure
instructions 268, for enabling the controlled exposure of a
network topology and calculated costs.

FIG. 3 illustrates a flowchart showing a method 300 of
exposing a network topology. The method 300 may be per-
formed by a topology manager server 150. The method 300
may begin at step 310 and proceed to step 320. In step 320, the
topology manager server 150 may receive metric data. The
metric data may be received from a network management
system 140 or collected from network nodes such as routers
130 or user equipment 170. The metric data may be received
periodically or upon request from topology manager server
150.

Data received from various network nodes may be classi-
fied into various types. One type of data received at topology
manager server 150 may be routing metrics. A routing metric
may be any metric used by routers 130 for determining a
routing path for a packet. In various embodiments a interior
gateway protocol (IGP) or exterior gateway protocol (EGP)
link weight may be used as a routing metric. A routing metric
may also be referred to as a dominant metric. Another type of
data received at topology manager server 150 may be a reces-
sive metric. As used herein, a recessive metric may be a metric
that is not used by routers 130 for determining a routing path
for a packet. A recessive metric may still provide important
information regarding the network topology. Recessive met-
rics may include operations, administration, and maintenance
(OAM) measurements. Recessive metrics may be measured
as point-to-point measurements. For example, recessive met-
rics may include: latency, packet loss rate, capacity, available
bandwidth, load, or other metrics. The classification of a
metric may depend on the configuration of the particular
network, in particular, on the metrics used for determining a
routing path.

In step 330, topology manager server 150 may preprocess
received data. Topology manager server 150 may ensure that
expected data is received from various network nodes. Topol-
ogy manager server 150 may compare data received from
different nodes and determine whether the data is consistent.

In step 340, topology manager server 150 may correlate a
plurality of metrics to provide a total cost metric. In various
embodiments, topology manager server 150 may correlate a
routing metric and a recessive metric. As will be explained in
further detail below, the topology manager server 150 may
determine a network topology based on the routing metric and
calculate a corrected cost for the network topology based on
the recessive metric. In various embodiments, topology man-
ager server 150 may correlate a plurality of routing metrics.
For example, the topology manager server 150 may correlate
metrics for an interior gateway protocol (IGP) and an exterior
gateway protocol (EGP). Topology manager server 150 may
provide weights to each metric that is being correlated.

In step 350, topology manager server 150 may perform
postprocessing of the network topology. For example, topol-
ogy manager server 150 may request information that was
unavailable when correlating metrics. Topology manager
server 150 may request a missing metric from the network
management system 140 or directly from a router 130. When
the missing metric is received, the topology manager server
150 may store the metric for use in future correlation or
recalculate a correlated metric.

In step 360, topology manager server 150 may perform
normalization of the network topology. For example, cost
values may be recalculated for relative consistency with pre-
vious topologies.
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In step 370, topology manager server 150 may perform
abstraction of the network topology. Abstraction may be used
to present information in a more meaningful way or to hide
sensitive information that the network operator does not want
to publicly expose. For example, the names or addresses of
various network nodes may be changed to protect the infor-
mation from competing networks or hackers.

In step 380, topology manager server 150 may expose the
network topology to external applications. In various
embodiments, the topology manager server 150 may send the
network topology to ALTO server 160. In various embodi-
ments, the topology manager server 150 may act as an ALTO
server. It should be apparent that additional methods of
exposing the network topology known in the art such as direct
transfer, a website, or an application programming interface
(API) may be used. The method 300 may then proceed to step
390, where the method 300 ends. The method 300 may be
repeated as needed to provide an up to date network topology.

FIG. 4 illustrates a schematic diagram of an example net-
work topology 400. The network topology 400 may illustrate
metric information received by topology manager server 150.
The network topology 400 may be stored and presented as a
graph with network nodes represented by vertices 410 and
connections illustrated by edges 420. It should be apparent
that other data structures such as arrays, tables, or linked lists
may be used to store the information. Each vertex 410 may
represent a router 230. Vertices corresponding to access rout-
ers or edge routers may be associated with a range of IP
addresses serviced by that router. Each edge 420 may repre-
sent a connection for which a metric is available. The network
topology 400 may include edges for both direct and indirect
connections depending on the available metrics. For example,
the network topology 400 may include two metrics: metricA
and metricB. MetricA may be a routing metric used to deter-
mine the routing path of packets. Accordingly, each direct
connection may have a value for metricA. MetricB may be a
recessive metric. Accordingly, metricB may be available for
each direct connection as well as indirect connections span-
ning more than one vertex. In the example topology 400,
edges 420a-e¢ may be direct connections having both metricA
and metricB. Edge 420f, connecting vertex 410a and vertex
410c¢ may have a value for only metricB. The absence of a
value for metricA may indicate that no routing metric is
available because there is no direct connection between ver-
tices 410a and 410c. An edge, such as edge 420f may be
considered a shortcut path, which will be explained in further
detail below.

FIG. 5 illustrates a flowchart showing an exemplary
method 500 of determining corrected total costs for a network
topology. The method 500 may be used to determine a total
cost for a path between two endpoints within a network 100 or
sub-network 110. The method 500 may be performed by a
topology manager server 150. The network topology illus-
trated in FIG. 4 will be used as an example, but it should be
apparent that the method 500 may be used to generate a total
cost for any network topology. The method 500 may begin at
step 505 and proceed to step 510.

In step 510, the topology manager server 150 may receive
routing metric information. In step 515, the topology man-
ager server 150 may determine whether any links are missing
a routing metric. Topology manager server 150 may deter-
mine that a routing metric is missing if no routing metric is
available for a connection where a direct connection exists. If
a routing metric is missing, the method 500 may proceed to
step 520. If no routing metrics are missing, the method 500
may proceed to step 525.
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In step 520 the topology manager server 150 may request
the missing data and return to step 510. The method 500 may
require a routing metric for each connection. If a routing
metric is unavailable, the method 500 may be unable to pro-
duce a total cost. Alternatively, the method 500 may assume
that a connection is broken if no routing metric is available
and attempt to route around the broken connection. As
another alternative, the method 500 may use a default value.

In step 525, the topology manager server 150 may deter-
mine a path link list for two vertices 410 of the topology. The
vertices may be endpoints within network 100. Various meth-
ods are known for determining the shortest path. For example,
routers 130 may use a routing algorithm to select the shortest
path. The topology manager server 150 may use a similar
routing algorithm to determine the shortest path. For
example, the topology manager server 150 may walk across
the topology and perform the same routing decisions as each
network node would make based on the routing metric. The
topology manager server 150 may select the links having the
best value for the routing metric. Accordingly, the shortest
path determined by the topology manager server 150 may be
the same as the actual routing of a packet through the network
100. The shortest path determined by the topology manager
server 150 may have an initial cost based on the routing
metric. The initial cost may be, for example, the total of the
routing metric values for each link of the path. It should be
apparent that the step 525 may be performed for a plurality of
pairs of vertices. The topology manager server 150 may deter-
mine a path link list for a starting vertex and each possible
destination. The topology manager server 150 may store par-
tial paths for use in determining subsequent paths.

In step 530, the topology manager server 150 may receive
recessive metric information. In step 535, the topology man-
ager server 150 may determine whether recessive metric
information is missing for any link. If recessive metric infor-
mation is missing, the method 500 may proceed to step 540.
Ifno recessive metric information is missing, the method 500
may proceed to step 545.

In step 540, the topology manager server 150 may request
missing data for post processing. The topology manager
server 150 may be able to determine a total cost without some
recessive metric data. For example, if recessive metric infor-
mation were missing for edge 420c, the topology manager
server 150 may be able to substitute the recessive metric for
edge 4207 As another example, topology manager server 150
may be able to use a default value for missing edges. The
method may then proceed to step 545.

Instep 545, the topology manager server 150 may calculate
a corrected cost for the recessive metric along the shortest
path. The corrected cost may be based on relative weights
assigned to each recessive metric and the routing metric. In
various embodiments, the recessive metric may be assigned
the full weight. In such embodiments, the routing metric may
determine the path, but the recessive metric may determine
the cost for the topology. In other embodiments, weights may
be assigned to each metric, e.g., by a network analyst. For
example, a network analyst may assign weights according to
the effect on a user’s perceived quality of experience.

In step 550, the topology manager server 150 may deter-
mine whether the recessive metric information includes any
shortcut edges. A shortcut edge may be an edge between two
non-adjacent vertices on the shortest path that is associated
with a recessive metric. For example, edge 420/ may provide
a value for metricB between vertex 410a and vertex 410c. If
the recessive metric information includes a shortcut edge, the
method 500 may proceed to step 555 where the topology
manager server 150 may substitute the shortcut edge value for
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a plurality of edges in the path connecting the vertices. For
example, the edge 420/ may be substituted for the edge 420¢
and 4204d. The topology manager server 150 may be config-
ured with various rules for determining whether to substitute
a shortcut value. For example, topology manager server 150
may substitute the metric value for a shortcut edge if the
shortcut edge value is less than the substituted edge values.
Rules governing shortcut values may be based on the particu-
lar recessive metric.

In step 560 the topology manager server 150 may calculate
a total cost for the path based on the corrected cost for the
recessive metric at each edge. A formula for determining the
total cost may depend on the type of metric. For example, an
additive metric such as latency may be summed to determine
the total cost. As another example, the total cost for a concave
metric such as path bandwidth may be determined as the
minimum corrected cost value along the path. Topology man-
ager server 150 may be configured with any formula based on
the recessive metrics available to provide a useful metric for
end users. The method 500 may then proceed to step 565,
where the method 500 ends.

FIG. 6 illustrates a schematic diagram of a multi-layer
network topology 600. The multi-layer topology may include
a virtual private network (VPN) implemented over the trans-
portlayer. The transport layer may include vertices 610 which
correspond to routers, and edges 620 that correspond to con-
nections. The edges 620 may be associated with metrics
including routing metrics and recessive metrics. For example,
in FIG. 6, metric C may be a routing cost which may be used
as the routing metric. Metric D may be a first recessive metric
such as capacity associated with the transport layer. The VPN
may include endpoints 630 that may correspond to vertices
610 and VPN sites 640 located behind the VPN endpoints.
Some vertices 610 may not be associated with a VPN end-
point 630. For example, vertex 6105 may be a core router that
does not correspond to a VPN endpoint. Such a vertex may
route VPN tunneled packets without performing any analysis.
Metric E may be a second recessive metric such as latency
measured in the VPN. Accordingly, point-to-point values
may be available for metric E.

The topology manager server 150 may determine a total
cost in a similar manner as described above regarding FIG. 6.
An edge in the VPN such as edge 650a, which has a value for
point-to-point metric E, may be treated as a shortcut. A total
cost formula for the multi-layer network topology 600 may
include metrics from each level, each metric having a weight.
Also, because metric D, capacity, may be a concave metric,
the total cost for each metric along the path may be deter-
mined before applying the weight. It may also be necessary to
invert a metric where a high value is desirable. For example,
the capacity between vertex 610a and vertex 610¢ may be the
minimum value, 1 gbps. An exemplary formula for weighting
the metrics may be: total cost=1/capacity+ delay/10. Using
this formula the total cost between vertices 610a and 610c
would be 3. It should be noted that although a path travelling
through vertex 6104 might, in theory, have a better metric,
such metric may be irrelevant because the routing metric,
metricC, determines that the path does not traverse vertex
6104d. It should be appreciated that topology manager server
150 may be configured with various formulas for determining
the total cost based on the available recessive metrics. A
multi-level network topology may use normalization and
abstraction before exposing the network topology. For
example, the multi-layer topology may identify network
nodes by the VPN endpoint names rather than the underlying
routers.
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FIG. 7 illustrates a schematic diagram of an extended net-
work topology 700. The extended network topology 700 may
include vertices 710 corresponding to the routers 130 of sub-
network 100 as well as additional vertices 740 corresponding
to network nodes located in connected networks 730 such as
networks 120. Each connected network 730 may provide
routing information such as EGP information to an edge
router of sub-network 100. The routing information may
include, for example, a next hop and a path length for each
destination in the connected network 730. The routing infor-
mation may be considered routing metrics for determining a
total cost. The edge routers 130 may forward routing infor-
mation to the topology manager server. Such routing infor-
mation may be used to extend the network topology to include
the destinations located in connected networks 730.

FIG. 8 illustrates a flowchart showing a method 800 of
generating an extended network topology 700. The method
800 may be performed by atopology manager server 150. The
method 800 may begin at step 805 and proceed to step 810.

In step 810, the topology manager server 150 may receive
routing information including, for example, IGP link topol-
ogy data and EGP routing data. The IGP link topology data
may include a routing metric used to route packets within
sub-network 100. The IGP link topology data may be in the
form of a topology graph such as those described above
regarding FIGS. 4 and 6. The EGP routing data may indicate
a routing metrics used to route packets to a connected sub-
network 730. The topology manager server 150 may receive
EGP routing data from a plurality of connected networks 730.
In various embodiments, the EGP routing data may further
include recessive metrics providing additional information
regarding a connected network 730.

In step 815, the topology manager server 150 may extract
anexthop and path length from an EGP entry for a destination
740 located within a sub-network 120. The next hop may
indicate a router 130 within network 110 that may be con-
nected to a connected network 120. Accordingly, the next hop
may be considered a routing metric that determines the rout-
ing path to the destination 740. The path length may be an
autonomous system (AS) path length indicating the number
of hops within the connected network 120 to the destination
740. In various embodiments, the path length may also be
used as a routing metric to determine a routing path to the
destination 740. Alternatively, the routing path may be deter-
mined by only the IGP routing metric and the next hop.

In step 820, the topology manager server 150 may deter-
mine whether the next hop is found in the IGP link topology
graph. If'the next hop is found in the IGP link topology graph,
the method 800 may proceed to step 830. If the next hop is not
found in the IGP link topology graph, the method 800 may
proceed to step 825.

In step 825, the topology manager server 150 may deter-
mine that there is an error in the routing information. In
various embodiments, topology manager server 150 may take
action to correct the error. The topology manager server 150
may request corrected data. For example, the topology man-
ager server 150 may query an address indicated as the next
hop to determine whether the node exists and can provide IGP
data. Alternatively, if the next hop cannot be located, the
topology manager server 150 may exclude the EGP destina-
tion from the topology. The method 800 may then proceed to
step 840.

In step 830, the topology manager server 150 may add a
vertex for the EGP destination 740 to the IGP topology. The
EGP destination 740 may be associated with a range of IP
addresses. In step 835, the topology manager server 150 may
add a new edge between the newly added vertex 740 and the
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next hop vertex 710. The topology manager server 150 may
associate the new edge with the path length value as a metric
value. The path length value may be considered a routing
metric.

In step 840, the topology manager server 150 may deter-
mine whether there are additional EGP entries in the received
EGP information. If there are additional entries, the method
800 may return to step 815 and proceed through steps 820,
830, and 835 to add the EGP destination of the EGP entry to
the topology.

In step 845, the topology manager server 150 may calculate
a total cost between two vertices. The topology manager
server 150 may calculate the total cost using a method similar
to method 500. The topology manager server 150 may deter-
mine the routing path within the network 110 according to the
IGP routing metric. In various embodiments, it may be pos-
sible for an EGP destination 740 to be associated with a
plurality of edges, for example, if the EGP destination 740 is
reachable through a plurality of sub-networks 120. In such
embodiments, a shortest routing path may be selected based
on both the IGP routing metric and the EGP path length. The
topology manager server 150 may then determine a total cost
for the routing path based on at least the EGP path length. In
various embodiments, a formula for the total cost may be
based on the EGP path length and a recessive metric for edges
720 within the sub-network 110. The IGP routing metric may
also be weighted in a formula for total cost. For example, the
total cost may be a weighted average of the IGP routing
metric, the EGP path length, and a recessive metric.

According to the foregoing, various exemplary embodi-
ments provide for generating a network topology including
total costs for routing paths. In particular, by correlating a
routing metric with a recessive metric, the total cost may
accurately account for recessive metrics in the network topol-
ogy.

It should be apparent from the foregoing description that
various exemplary embodiments of the invention may be
implemented in hardware and/or software running on hard-
ware. Furthermore, various exemplary embodiments may be
implemented as instructions stored on a machine-readable
storage medium, which may be read and executed by at least
one processor to perform the operations described in detail
herein. A machine-readable storage medium may include any
mechanism for storing information in a form readable by a
machine, such as a personal or laptop computer, a server, or
other computing device. Thus, a machine-readable storage
medium may include read-only memory (ROM), random-
access memory (RAM), magnetic disk storage media, optical
storage media, flash-memory devices, and similar storage
media.

It should be appreciated by those skilled in the art that any
block diagrams herein represent conceptual views of illustra-
tive circuitry embodying the principals of the invention. Simi-
larly, it will be appreciated that any flow charts, flow dia-
grams, state transition diagrams, pseudo code, and the like
represent various processes which may be substantially rep-
resented in machine readable media and so executed by a
computer or processor, whether or not such computer or
processor is explicitly shown.

Although the various exemplary embodiments have been
described in detail with particular reference to certain exem-
plary aspects thereof, it should be understood that the inven-
tion is capable of other embodiments and its details are
capable of modifications in various obvious respects. As is
readily apparent to those skilled in the art, variations and
modifications can be affected while remaining within the
spirit and scope of the invention. Accordingly, the foregoing
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disclosure, description, and figures are for illustrative pur-
poses only and do not in any way limit the invention, which is
defined only by the claims.

What is claimed is:

1. A method comprising:

receiving a first metric for a plurality of links in a network,

the first metric being a routing metric used to determine
routing in the network;

determining a routing path including a subset of the links

based on the first metric, the routing path having an
initial cost based on the first metric;

receiving second metric information including a second

metric that is different from the first metric;

calculating a corrected cost for the routing path based on

the second metric information, wherein at least one of
the metrics is based on an element of an external gateway
protocol autonomous system;

receiving a third metric, the third metric being a routing

metric used to determine routing for a second plurality
of links in the network; and

updating the routing path based on the third metric to

include the second plurality of links,

wherein calculating a corrected cost for the routing path

based on the second metric comprises calculating a cor-
rected cost for the routing path based on the second
metric and the third metric.

2. The method of claim 1, wherein the second metric infor-
mation includes a routing metric used to determine routing
for a second plurality of links in the network.

3. The method of claim 2, wherein the first metric is an
interior gateway protocol (IGP) routing cost and the second
metric is external gateway protocol (EGP) autonomous sys-
tem (AS) path length.

4. The method of claim 1, wherein the step of calculating a
corrected cost for the routing path based on the second metric
comprises determining a total value of the second metric
information associated with the subset of the links.

5. The method of claim 1, wherein the second metric is a
recessive metric.

6. The method of claim 1, further comprising:

determining that the second metric is unavailable for a

missing link of the first plurality of links; and
requesting second metric data for the missing link.
7. The method of claim 1, further comprising:
determining that a shortcut second metric is available for
two non-adjacent vertices in the routing path; and

substituting the shortcut second metric for a plurality of
individual second metrics associated with links between
the two non-adjacent vertices.

8. The method of claim 1, wherein the first metric and the
second metric information are received from different
sources.

9. The method of claim 1, further comprising:

receiving third metric information including a point-to-

point metric; and

determining that the third metric information corresponds

to a portion of the routing path,

wherein calculating a corrected cost for the routing path

based on the second metric comprises calculating a cor-
rected cost for the routing path based on the second
metric and the third metric.

10. The method of claim 1, further comprising:

generating a network topology including a corrected cost

for a plurality of routing paths; and

exposing the network topology to an external application.
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11. A non-transitory machine-readable storage medium
encoded with instructions executable by a processor, the non-
transitory machine-readable storage medium comprising
instructions for:

receiving a first metric for a first plurality of links in a

network, the first metric being a routing metric used to
determine routing in the network;

determining a routing path including a first subset of the

links based on the first metric, the routing path having an
initial cost based on the first metric;

receiving second metric information including a second

metric that is different from the first metric;

calculating a corrected cost for the routing path based on

the second metric information, wherein at least one of
the metrics is based on an element of an external gateway
protocol autonomous system;

receiving a third metric, the third metric being a routing

metric used to determine routing for a second plurality
of links in the network; and

updating the routing path based on the third metric to

include the second plurality of links,

wherein the instructions for calculating a corrected cost for

the routing path based on the second metric comprises
calculating a corrected cost for the routing path based on
the second metric and the third metric.

12. The non-transitory machine-readable storage medium
of claim 11, wherein the first metric is an interior gateway
protocol (IGP) routing cost for the first plurality of links and
the second metric information includes an external gateway
protocol (EGP) autonomous system (AS) path length for a
second plurality of links, wherein the instructions for calcu-
lating a corrected cost for the routing path based on the second
metric information comprise calculating a total cost for the
routing path based on a weighted formula including the IGP
routing cost for the first subset of links and the AS path length
for a link of the second plurality of links.

13. The non-transitory machine-readable storage medium
of claim 11, wherein instructions for calculating a corrected
cost for the routing path based on the second metric comprise
instructions for determining a total value of the second metric
information associated with the subset of the links.

14. The non-transitory machine-readable storage medium
of claim 11, wherein the second metric is a recessive metric.

15. The non-transitory machine-readable storage medium
of claim 11, further comprising instructions for:

determining that the second metric is unavailable for a

missing link of the first plurality of links; and
requesting second metric data for the missing link.
16. The non-transitory machine-readable storage medium
of claim 11, further comprising instructions for:
determining that a shortcut second metric is available for
two non-adjacent vertices in the routing path; and

substituting the shortcut second metric for a plurality of
individual second metrics associated with links between
the two non-adjacent vertices.

17. The non-transitory machine-readable storage medium
of claim 11, further comprising instructions for:

receiving third metric information corresponding to an

application layer metric; and

determining that the third metric information corresponds

to a portion of the routing path,

wherein the instructions for calculating a corrected cost for

the routing path based on the second metric comprise
instructions for calculating a corrected cost for the rout-
ing path based on the second metric and the third metric.

18. The non-transitory machine-readable storage medium
of claim 11, further comprising instructions for:
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generating a network topology including a corrected cost
for a plurality of routing paths; and
exposing the network topology to an external application.
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